




A mechanical  shear model  for structural concrete members with and without  stirrups  is presented, 
which  incorporates  the  most  relevant  shear  transfer  mechanisms.  The  model  is  based  on  the 
principles  of  structural  mechanics,  on  a  number  of  assumptions  supported  by  the  observed 
experimental behaviour  and by  the  results of  refined numerical models.  Simple, direct  and  robust 
expressions are derived for shear strength verification and for design of the transverse reinforcement. 
The  general  theory  behind  the model  enables  it  for  steel  or  FRP  simply  supported  or  continuous, 
reinforced  or  prestressed  concrete members, with  any  cross  section,  subjected  to  distributed  and 
point  loads or  to axial  forces. Excellent agreement between  the  results of a  large number of  shear 





the multi‐axial stresses state, by  the crack  induced anisotropy, by the  interaction between concrete 
and reinforcement and by the brittleness of the failure mode, among other phenomena. In addition, 
prestressing  considerably modifies  the  stresses  and  strains  fields,  the  cracking  load  and  the  cracks 
patterns, affecting not only  the  structural  response at  service but also  the mode of  failure and  the 
ultimate capacity with respect to reinforced concrete members.  
In  order  to  predict  such  a  complex  behaviour,  refined  analytical  and  numerical models  have  been 
developed;  however  their  applicability  in  daily  engineering  practice  is  still  limited  because  their 
complexity  in use,  time consumption and dependency of  the numerous  input parameters  required.  
On  the  opposite,  some  simple  equations  used  in  practice  are  semi‐empirical,  without  a  clear 
mechanical meaning, present large scatter and bias when compared with data bases of experimental 
results and cannot be easily updated to the technical advances  (new materials,  larger sizes, etc.).  In 
new designs, scatter is accounted for by means of rather high safety factors; however, when assessing 
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equations  outside  their  range  of  applicability,  Ferreira,  Bairán  &  Marí  [1].  Furthermore,  empirical 
approaches difficult the application of the performance‐based‐design paradigm.  








have been developed, with  the purpose of providing useful  formulations  for  the  daily  engineering 
practice. The most relevant among them, are those carried out by Reineck [11], Zararis & Papadakis 
[12], Choi, Park and Wight [13], Tureyen & Frosch [14], Muttoni & Ruiz [15], Park, Kang & Choi [16], 
Wolf &  Frosch  [17], Collins, Bentz,  Sherwood &Xie  [18], Recupero, D'Aveni & Ghersi,[19],  some of 
which have been included in codes provisions, such as the CAN/CSA‐A23.3‐04 (R2010) [20] or the FIB 
Model  Code  2010  [21].  Other  codes  have  incorporated  empirical  formulations,  such  as  the  ACI 






















concrete beams with rectangular,  I or T shaped sections  (Marí et al [24] and  [25], Cladera et al [26] 
with or without transversal reinforcement was developed by the authors and experimentally verified 
with  a  large  data  base  of  shear  tests  results.  Simple  analytical  expressions  were  obtained  for  the 
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contribution of the main shear resisting actions at the limit situation of shear failure.  The predictions 
of  the  model  were  compared  against  different  code  formulation  and  large  databases  already 
published by Reineck et al. [27], [28] and [29], showing small bias and dispersion, and good correlation 
of the evolution of the different design parameters. These characteristics make the model particularly 
adequate  for  design,  assessment  of  existing  structures,  and  reliability  analysis  Furthermore,  the 
rational  basis  of  the  approach  allows  analytical  extensions  to  other  applications  with  physical 
interpretation of the observed differences, such as FRP‐reinforced or prestressed concrete, the effects 
of  axial  tension  or  compression  loads,  of  transverse  or  vertical  prestressing  forces  introduced  by 
means  of  bars  or  stirrups,  the  shear  strength  of  composite  precast  prestressed  and  cast  in  place 
concrete  members  and  other  possibilities.  In  this  paper,  the  basis  of  this  shear  strength  model  is 




According  to ASCE‐ACI Committee 445  [30],  the  shear  strength  in a RC beam  is provided by a)  the 
shear resisted by the un‐cracked concrete chord; b) the friction and residual tensile forces developed 
along  the  crack  length  c)  the  shear  strength  provided  by  the  transverse  reinforcement  and  e)  the 
dowel action at the longitudinal reinforcement. Under incremental loading, flexural cracks are formed 
which  develop  inclined  along  the  web,  Fig.1.  During  a  relatively  large  portion  of  the  load  history, 
significant  fraction  of  the  shear  force  is  transferred  through  the  inclined  cracked  by  means  of 
aggregate  interlock and residual  tensile stresses, both produced by  the bridging of stresses  through 
aggregate  and  the  un‐cracked  concrete  in  the  meso‐scale.  However,  while  loading  increases,  the 
critical crack width increases; hence, this action tends to soften and redistribution of shear stresses to 
other  softening mechanism  takes place depending on  the  internal equilibrium  conditions and  their 
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Eventually,  a  new  crack  takes  place  and  develops  above  the  neutral  axis  trough  the  compression 
chord,  in  the point  that  first  reaches  the concrete  strength under multiaxial  stresses state  initiating 
softening of the compression chord.  At the same time, tensile shift in the longitudinal reinforcement 
increases, which may produce bond cracks  in  the bottom  reinforcement.  If premature bond  failure 
does not take place, failure of the element will be controlled by the shear capacity of the compression 




In the present model,  it  is considered that the total shear resistance, Eq. (1),  is the sum of the shear 
resisted by concrete  (Vc) and by the transverse reinforcement (Vs). Vc  is explicitly separated  into the 
following components, whose importance are considered to be variable as damage propagates: shear 
resisted  in  the  uncrack  compression  head  (Vc),  shear  transfer  across  web  cracks  (Vw)  and  the 
contribution  of  the  longitudinal  reinforcement  (Vl).  Note  that  here  Vc  represents  the  shear  in  the 
compression chord of the beam, not the total concrete contribution to shear. 





one  represented  in  Fig. 3; where  the  approximated distribution of  each  contributing  action  is  also 
indicated, x is the neutral axis and d the effective depth of the section. Notice that here the stage just 
prior  to  the  formation of  the  crack  in  the  compression  chord  is  considered. This  stress profile  is  a 
qualitative distribution of  the stresses  in a section close  to  that of  the  tip of  the  first branch of  the 
critical  crack  and  it  is not  affected by  the  local  state of  stresses  around  the  tip.  In developing  the 
design  formulation,  the  following  additional  simplifications  are  also  considered: The distribution of 
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Figure 3. Qualitative distribution of shear stresses at imminent shear failure and distribution. 
Based on experimental  and numerical observations,  the mean  crack  inclination  is  approximated  as 
function of the relative neutral axis depth (x/d), in Eq. (2), valid for rectangular, T or I sections. Where 
K is a coefficient that takes into account the change of crack inclination in a section with flanges, see 
Fig.  4;  hence,  in  this  case  Eq.  (2)  refers  to  the  inclination  of  the  secant  of  the  crack  from  the 
longitudinal  reinforcement  to  the  neutral  axis.  K  is  computed  by  Eq.  (3),  it  takes  value  1  for 
rectangular sections or when xhf. 
cot ߠ ൌ ଴.଼ହଵିೣ೏ ܭఏ      (2) 
ܭఏ ൌ
൫ௗି௛೑൯ା൫௛೑ି௫൯ ್್ೢ




Any other section closer  to  the zero bending moment point has a bigger depth of  the compression 
chord, produced by the inclination of the crack and will resist a bigger shear force. Any other section 
placed  farther  from  the  support  will  have  the  same  depth  of  the  compression  chord  but  will  be 
subjected to higher normal stresses and, therefore, will have a higher shear transfer capacity. 
When  load  is  increasingly  applied,  flexural  cracks  successively  appear  as  the  bending  moment 
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Figure 5. Position of the shear critical section in the beam. 
When  stirrups  are  anchored  in  the  compression  zone,  they  collaborate  in  the  strength  of  the 















when  shear  failure  occurs,  s=0,0009,  angle  of  the  struts  =36º,  which  corresponds  to  a  mean 
longitudinal reinforcement ratio of =1,5 %, resulting the following value for vw:  
v୵ ൌ 0.425	 கౙ౪౫க౩ sin
















energy of  concrete which depends on  the  concrete  strength  and  the  aggregate  size,  computed  as 
shown in Eq. (9). 
0.18 0.32






Contribution of  longitudinal  reinforcement, or dowel action,  is considered by  the model only when 
there  are  stirrups,  as  they provide  a  constraint  to  the  vertical movement of  the  longitudinal bars, 
enabling  them  to  transfer  shear.  In  order  to  evaluate  such  shear  force,  it  is  considered  that  the 
longitudinal bars are doubly fixed at the two stirrups adjacent to the crack initiation, and subjected to 
bending  due  to  a  relative  imposed  displacement  between  those  points.  This  vertical  relative 
displacement is considered caused by the critical crack opening and by the shear deformation of the 
compression chord. This contributing component clearly depends on  the  tensile steel  ratio which  is 
implicitly represented by means of the x/d parameter. A simplified expression is presented in Eq. (7) 
vୱ ൐ 0 → v୪ ൌ 0.23	 ୬ଵି୶/ୢ    (7) 
2.3. Contribution of transversal reinforcement (Vs) 
Contribution  of  transversal  reinforcement,  Eq.  (8)  is  taken  as  the  integration  of  the  forces  in  the 
stirrups  cut by  the  inclined  crack up  to  a height of  (d‐x),  see  Fig. 3,  and  assuming  that  transversal 
reinforcement is yielded along the total crack height. 
ݒ௦ ൌ 0.85ߩ௪ ௙೤ೢ௙೎೟   (8) 
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2.4 Contribution of the compression chord (Vc) 
It  is stated  that  the shear resisted  in  the compression chord starts softening when  the most critical 
fiber  reaches  the  Kupfer’s  failure  envelope,  assuming  a  linear  distribution  of  longitudinal  stresses 
produced  by  existing  bending  moment,  and  a  transversal  confining  stresses  provided  by  existing 
stirrups. The position of the failure point depends on the ratio between bending moment and shear 




most  critical  fiber,  located  at position ∙x  from  the bottom of  the neutral  axis. K  is  a parameter 
relating the mean shear stress in the compression chord with stress in the critical fiber; therefore, it 
depends on the shape of the distribution of shear stresses in the compression chord (Fig. 3), and on 
the  position  of  the  critical  fiber.    The  distribution  of  longitudinal  stresses  can  be  related  to  the 
applied bending moment,  and  the  confining  stresses  can be derived  from  the  contribution of  the 
transversal reinforcement to the shear resistance, according to Eq. (4). 






஢భమ                  (9)
Therefore, by setting the equilibrium equations between the internal forces and the stress resultants, 
see Fig. 8, Eq. (9) can be expressed as Eq. (10). 











ζ ൌ 1.2 െ 0.2 ൉ a ൒ 0.65			ሺa	in	metersሻ     (11) 
Figure 8. Internal forces in PC beam portion.       Figure 9. Uncracked concrete contribution to shear.  
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It  is  observed  that  vc  depends  on  vs  and  that  Eq.  (10)  is  a  recurrent  equation,  since  Rt  (strength 
reduction factor due to the biaxial stress state)  is not known a priori; hence,  in general, an  iterative 
procedure is required to find the resisted vc.  ¡However, after an extended parametric study, it can be 
observed that vc is almost linear with x/d. Therefore, for practical purposes, Eq. (12) is proposed as a 
linearization  of  Eq.  (10).  In  Fig.  9,  the  exact  solution  of  Eq.  (10)  is  compared  with  the  simplified 
linearization of Eq. (12) in dashed lines, for the case of a rectangular section. 
vୡ ൌ ζ ቂቀ0.70 ൅ 0,18Kt୲ ൅ ቀ0.20 ൅ 0.50 ୠୠ౭ቁ vୱቁ
୶






x ൑ h୤ → b୴ ൌ b୵ ൅ 2h୤ ൑ b  (13.1) 



























crack  initiates and  the position of  the critical  section, which  is displaced  farther  from  the zero 
bending moment point in comparison with RC structures. Therefore, the bending moment at the 
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Let’s  consider  a  section  with  active  (prestressed)  and  passive  (non‐prestressed)  reinforcements 
subjected to a bending moment M and a prestressing force P with an eccentricity “e”, see Fig. 10.  
Figure 10. Interpolation of neutral axis depth between reinforced and fully prestressed concrete 
To  take  into  account  different  reinforcement  arrangements  in  a  cross  section  (only  mild 
reinforcement,  only  active  reinforcement  or  both),  the  effective  depth  is  defined  as  the  distance 
from the center of gravity of the existing reinforcement bars to the most compressed concrete fiber:  
݀ ൌ ஺ೞௗೞା஺೛ௗ೛஺ೞା஺೛   (15) 
The  consideration  of  an  axial  load  in  the  equilibrium  of  normal  forces  and  bending  moments 
produces coupling between both equations. As a result, the neutral axis depth depends on the mild 
and prestressing reinforcement amounts, on the bending moment, on the prestressing force and on 
its  eccentricity,  so  its  computation  is  not  straightforward.  For  practical  purposes,  a  linear 





0 0 0 0( ) ( ) cp
cp ct
x x x xx h d Pc h d
d d d d h M Pe d d d h f


               
  (16) 
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the  mild  reinforcement,  so  the  same  value  for  the  horizontal  projection  of  the  crack,  0,85ds  is 
adopted for prestressed concrete members. The cot of the shear critical crack angle for prestressed 
concrete members will be higher than in reinforced concrete because the higher neutral axis depth: 
cotθ ൌ 	 ଴.଼ହௗೞୢೞି୶   (17) 
In prestressed members without longitudinal mild reinforcement (As=0), it can be adopted ds=h. The 






ݒ௪ ൌ 0.425	 ఌ೎೟ೠఌೞ ݏ݅݊
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In  the case of prestressed concrete members, only mild  reinforcement supported on  the stirrups  is 




Consider  the  portion  of  a  beam  placed  over  the  inclined  crack,  as  indicated  by  Figure  12.  The 
prestressing  force  (with  its  inclination  and  eccentricity)  takes part  in  the  equilibrium of  forces  and 
moments  (taken  with  respect  to  the  point  where  the  crack  is  crossed  by  the  longitudinal 
reinforcement  “ds”).  In  Fig.12, P  is  the  increment of  force  in  the active  reinforcement due  to  the 
crack opening, which will be neglected in this work. 
Figure 12. Forces acting on a rigid body part of a beam placed over the critical shear crack. 
Assuming  that,  at  failure,  the  moment  at  the  crack  initiation  is  the  cracking  moment  of  the 
prestressed  section, Mcr,p  and  grouping  the moments  due  to  prestressing,  and  following  the  same 
procedure than in reinforced concrete, Eqs. (9) and (10), the  following equation is obtained , for the 
shear transferred by the uncracked compression zone in prestressed concrete:  












0 0 2 2
cos ( )
; ; s pcrcr p cr p
ct ct
P c d dM
f bd f bd

    
 
       (20) 
Mcr,0  is he cracking moment of the section without considering the prestressing  force and w    is the 
non‐dimensional  lever arm of  the  residual  tensile  force  transferred along  the crack, with  respect  to 
the point where moments are taken. 
2.5.6. Simplified  equations  for  the  concrete  contribution  to  shear  strength  of  prestressed  concrete 
beams 
The main difference between  Eq.  (20)  and  Eq.  (10)  is  the moment  at  the  section where  the  crack 
initiates, which is affected by prestressing. In fact, Eq. (19) can be linearly expressed by Eq. (21), which 
is  the  same  than Eq  (12), making KT=K=1, but affected by a  factor which depends on  the bending 
moment , as indicated by Eq (22): 
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                
        (21) 
By  substituting   =cr0  + p,  and  taking  into  account  that  the dimensionless  cracking moment of  a 
rectangular cross section  is 0.2, Eq.  (21) can be rewritten as a  function of p  (see Eq. 20) which  is a 
function of the prestressing force and position: 





                    
          (22) 
The  right parenthesis will be called Kp, a  factor which  takes  into account  the  increment of cracking 





     ,sin ; ; sin cot cotstc s c c w l ct d s ywd s
t
AV V V P V f bd V f d x
s
                    (23) 
3. SIMPLIFIED EQUATIONS IN A CODE‐TYPE FORMAT
The  described model  provides  the  contribution  of  each  shear  transfer  action;  however,  for  design 
purposes, some simplifications are still necessary  in order  to make  the model easier  to use  in daily 
engineering practice. Then, taking  into account that when shear‐flexure failure takes place, both the 
aggregate interlock and the dowel actions are small compared to the shear resisted by the uncracked 




௖ܸ௨ ൌ ߞ ௫ௗ ܭ௣ ൤0.30
௙೎ೖమ/య




௕൉ௗ൨ ܾ௩,௘௙௙݀       (24) 
where the mean concrete tensile strength has been expressed in terms of the characteristic concrete 
compressive strength, fck, affected by the corresponding safety partial coefficient, and Kp is the factor 
which takes  into account the effects of the axial  load,  including prestressing, (compression positive), 
and the interaction with the bending moment acting at the considered section: 
K୮ ൌ 1 ൅ 0.24 ୔	୷౪ା୑౬୤ౙ౪ౣୠୢమ  (25)	
yt  is  the distance  from  the c.o.g. of  the  section  to  the most  stressed  fibre  in  tension and Mv  is  the 
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Shear  reinforcement  is  necessary  when  the  shear  design  force  exceeds  the  shear  resisted  by  the 
concrete, without transverse reinforcement, Vcu0, 
௖ܸ௨଴ ൌ 0.30ߞ ௫ௗ ܭ௣
௙೎ೖమ/య
ఊ೎ 	ܾ௩,௘௙௙݀     (26) 
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good agreement  is  in general obtained and, especially, for reinforced concrete beams. In addition,  it 








Proposed     EC2  Proposed  EC2 
Reineck & al (2013)     RC beams w/o stirrups  784  1.16     1.10  18.80  27.90 
Reineck & al (2014)     RC beams with stirrups   170  1.12  1.52  16.5  33.40 
Reineck & al (2015)     PC beams w/o stirrups  214  1.10  1.57  22.60  30.1 
Reineck & al (2015)     PC beams with stirrups  117  1.05  1.54  16.10  37.2 















Eq.  (22) expresses  the  shear  resisted by  the uncracked  concrete  zone as a  function of  the bending 
moment at  the  section where  the critical  shear crack  starts,  thus accounting  for  the  shear‐bending 
interaction.  Therefore  it  is  useful  for  shear  design  or  strength  verification  in  sections  where  the 
bending moment is significantly bigger than the cracking moment. Such situation occurs, for example, 
where  changes  in  the  longitudinal or  in  the  transverse  reinforcement  take place  far  from  the  zero 
bending moment point is.  
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since  in  this case  the bending moment and  the  shear  force  increase as  the  section approaches  the 
column,  as  shown  in  Fig.  16.  The  equation  of  the  punching  strength  of  slabs  without  transverse 
reinforcement can be obtained by adapting Eq. (26) 
  (28)
Where ucrit  is  the  critical perimeter, which  can be obtained by  considering  the  failure point  at  the 
middle of the compression uncracked zone (depth =x/2), see Fig. 17. Therefore, the critical perimeter 
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Fig. 18 shows the preliminary results of this model when compared with the ACI punching database. 
For circular slabs the mean is 1,13 and the CoV 19,5%, while for square slabs the mean is 1,33 and the 




Due  to  the mechanical bases of  the model,  it  can be  adapted  to many  different  types of  loading, 
materials,  support  conditions and even  failure modes,  just by  identify  the differences between  the 
new situation and the existing one and by including them into the equations of the model. 
 For example,  the model has been successfully adapted  to FRP  reinforced concrete beams with and 
without stirrups  [32] and  [33].  In  these cases the  following aspects were taken  into account: 1) The 
FRP modulus of elasticity is much lower than that of steel and depend on the type of fiber used, so the 
aggregate interlock and the dowel action can be neglected and the ratio Er/Ec should be explicit in the 
formulation. 2) When FRP stirrups exist,  it must be considered  that  they do ot yield, so  their stress 
should be obtained from compatibility of strains along the inclined crack 3) sometimes stirrups break 






A mechanical model  developed  for  the  prediction  of  the  shear‐flexural  strength  of  reinforced  and 
prestressed  concrete members with and without  transverse  reinforcement has been described and 
verified with  a  large data base. The model, which  is  valid  for beams with  I, T or  rectangular  cross 
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1. Simple and direct expressions have been derived both for design of the transverse reinforcement
and  for  the  shear  strength verification, which  include  the most  relevant parameters governing




depth,  x/d,  which  is  a  function  of  nρ,  being  n=Es/Ec  the  modular  ratio  and  ρ=As/(b∙d)  the
longitudinal reinforcement ratio.
3. The  presence  of  transverse  reinforcement  increases  the  shear  transfer  capacity  of  the
compression  chord  due  to  the  vertical  confining  stresses  introduced  by  the  stirrups.  As  a
consequence, the amount of transverse reinforcement needed according to this method  is  less
than in the existing ones.
4. Prestressing  effects  on  the  shear  strength  are  taken  into  account  by  the  model,  through  the
increment of the neutral axis depth and  of the cracking moment and through the effects of the
prestressing force, inclination and eccentricity on the equilibrium of internal forces.
5. It  is  considered  that,  in  the positive bending moment  zones,  the  critical  crack  initiates  at  the
section  where  the  bending  moment,  at  failure,  equals  the  cracking  moment.  Therefore,  the
critical crack in PC members is farther from the zero bending moment point than in RC ones
6. Shear‐flexure interaction is explicitly accounted for in the model, resulting relevant in those cases
where  the bending moment at  the control section considerably exceeds  the cracking moment.




collected  in  the  new  ACI‐DAfStb  databases  of  1287  shear  tests  on  slender  reinforced  and
prestressed concrete beams with and without stirrups. A mean of 1.13 and a CoV of 19,3% and a
5% real percentile of 0.839 are obtained for the proposed method, while a mean of 1.27 a CoV of
35.5  %  and  a  real  5%  percentile  of  0.804  are  obtained  for  EC2,.  This  fact  indicates  that  the
proposed model  is not only  less disperse and more precise  (and  less expensive) but also  safer
Fthan the current EC2.
8. In  the case of beams with T‐ or  I‐sections,  the contribution of  the concrete compression chord
may be very important, as opposed to what is considered by most existing codes.
The mechanical character of the model allows extending it in a natural way to punching of slabs, as it 
has been briefly  shown,  to other materials  (steel  fibre  reinforced  concrete SFRC, FRP  reinforced or 
strengthened concrete beams), to beams strengthened by means of vertical prestressing, to beams s 
subject  to moderate  axial  loads or  to  tensile  stresses  induced by  constrained  shrinkage  and other. 
Further  simplifications  are  currently  being  made,  after  evaluating  the  relative  influence  of  each 
parameter,  in  order  to  derive  simpler  equations  for  practical  design,  with  the  minimum  loss  of 
accuracy.  
The  conceptual  simplicity,  accuracy,  adaptability  and  mechanical  character  of  the  model  makes  it 
especially adequate for daily engineering practice and for educational purposes.  
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